
.33"

PLASTIC 
COLLAR

.262

     WIRE
.039" TO .047"
   U/C LEGS

C/L OF 1/8" DOWEL
LHS ONLY

SMALL BLOCK BALSA
FOR WING STRUT

U/C BLOCKS

1/8" BALSA TO DOTTED
LHS ONLY ON TOP OF DOUBLER

CUT OUT IN
DOUBLER LHS ONLY

DOUBLER BOTH SIDES
TO THESE MARKS

ROTOR BLADE, 8 REQ'D

CUT OUT

3mm SQ. DEPRON
BOTH SIDES

FILL IN WITH 3mm 
AFTER INSTALLING TAILPLANE

MOTOR
MOUNT

1/32"  PLY

MONO-TWIRL
  ELECTRIC AUTOGYRO
DESIGNED BY AL FOOT

   MILK BOTTLE CAP
SHOWN AT 1-5/8" DIA.

OUTRUNNER
   50 WATT 

8" PROP

ABOUT 8° WITH .26" OVERLAP SHOWN

2.1mm ID 
BRASS TUBE

1-1/2" L
ONG 3/8"

SQ. B
ALSA

3-D VIEW

1"

5"

UNDER CARRIAGE DETAIL

1" - DEPENDS 
ON WHEELS 
USED

0 1 2 6543

INCHES
CAD By Gene Rock
6/2006

SUGGEST A .33" x 1" SQ. BLOCK
OF BALSA TO SUPPORT BRASS 
TUBE & CONTROL BLADE INSERTION 

WOOD COLLAR
TIGHT FIT ON
CARBON AXLE

TAILPLANE
CUT OFF TIPS
SAND 45°
GLUE BACK AT 45°

U/C FAIRING
3mm DEPRON

2mm CARBON AXLE

6 mm HOLE

control horn 1 mm fibreglass board

10°

CONTROL
HORN

BUSHING
WOODEN
DOWEL

2 mm CARBON ROD

Monotwirl Centre Pylon 

6 mm OD 
CARBON
TUBE

8 mm OD
CARBON
TUBE


